From boatanchors@theporch.com  Wed Feb 15 21:42:58 1995
Date: Wed, 15 Feb 1995 18:53:31 -0600
Message-Id: <950215192351_22612297@aol.com>
From: WJoeW@aol.com
Subject: BC-604 Tank Transmitter

I have a BC-604 tank transmitter I would like to get rid of.  It is yours for
$25 plus shipping.  It appears to be in good condition.

Joe, N5ZYA
wjoew@aol.com

From boatanchors@theporch.com  Wed Feb 15 05:19:33 1995
Date: Wed, 15 Feb 1995 02:16:04 -0600
Message-Id: <Pine.3.89.9502150957.A29857-0100000@inet.uni-c.dk>
From: MEC <danmec@inet.uni-c.dk>
Subject: Re: Collins Mech.filters



I have located two Collins filters here but I am not sure what they are for.

F455J60 and  F455J21.

Anybody knows what equipment they are for ? What should I pay for them ?


Tnx  73 RAG  OZ8RO


From boatanchors@theporch.com  Wed Feb 15 18:44:58 1995
Date: Wed, 15 Feb 1995 15:43:30 -0600
Message-Id: <199502152142.IAA28382@metz.une.edu.au>
From: Dean Davidson <ddavidso@metz.une.edu.au>
Subject: Re: DAS2 Loran Receiver

> Does anyone have any general specifications on the DAS2 Loran receiver?
> ie - Yr. of mfg; who made it; frequency bands etc..
> 
I've got one of these at my folks place (500 miles from here!)

I have an idea the frequency is from about 1500KHz to about 3000KHz
It is a fascinating machine using lots of 6SN7s for frequency dividers
and logic circuits.  The useful parts are the power supply which I used
for years to run other BA stuff - I seem to remember it was regulated.
Just unhook it from the RX/Display module and away you go.  The RX portion
is tuneable by preset slugs and has four channels - you could tune it
down to BC stations, or low HF stuff such as 2182

There is also a 100KHz crystal in the beast, I removed this and used it
as a frequency standard.

I have some info (at the folks place)  I remember there was a write up
in some journal or other in the '50s.  I don't ever remember having
a complete circuit of it.

Manaufacturing details are hazy - GE I think, probably late WW2

Hope this helps,
Dean

---

Dean Davidson                                 ddavidso@metz.une.edu.au
Dept Psychology                               Phone 61 67 73 2585
University of New England                     Fax   61 67 72 9816
Armidale NSW 2351 Australia                   VK2 ZID


From boatanchors@theporch.com  Wed Feb 15 22:31:04 1995
Date: Wed, 15 Feb 1995 19:49:42 -0600
Message-Id: <m0revHx-0006W3C@next1.acme.ist.ucf.edu>
From: clarke@acme.ist.ucf.edu (Thomas Clarke)
Subject: Dimly Remembered Receiver

I am girding my loins for the expedition to this Saturday's
Orlando Hamfest.

I am trying to remember the brand/model of a receiver I once
read a review of.  I seem to remember it was a Drake, but
the Drakes I have seen since do not match my memory.

It was a simple receiver with a single high IF, VFO signal was
mixed, this sounds like a Drake.  However, there was no RF
amplifier, just a triode (12AT7?) mixer which fed directly
into the selective circuitry.  The idea was to maximize
overload capability.

I think it only had a relatively small number of tubes.
The review impressed me and whenever I thought about trying
to build a receiver, I always started with a triode mixer
connected to the antenna.

Does this ring a bell with anyone?  I would like to keep
my eye out for one without having to analyze the circuitry
of every radio I come across :-)

Tom Clarke
KE4VFH

From boatanchors@theporch.com  Wed Feb 15 05:21:27 1995
Date: Wed, 15 Feb 1995 02:22:04 -0600
Message-Id: <Pine.3.89.9502150113.A5220-0100000@ozarks>
From: "C. Frank Gilmore" <fgilmore@ozarks.sgcl.lib.mo.us>
Subject: Re: Drake 2-C parts needed

Andy Drake was losing sales at that time to the first Sony and Panasonic 
portables ...as well as some other gear and had to do something to drop 
the production cost.....I too was shocked.  I bought one sight unseen 
like you did ...brand new... but I kept it for a couple of years.  Sad 
day in Toonerville.

73, de K0JPJ ex-W5PVX ...-.-




From boatanchors@theporch.com  Wed Feb 15 09:36:56 1995
Date: Wed, 15 Feb 1995 06:42:14 -0600
Message-Id: <9502151241.AA00594@kali>
From: Andy Wallace <wallace@mc.com>
Subject: Re: Drake 2-C parts needed


Hmm, I find it hard to believe that a ham band only radio would 
compete with a Sony/Panasonic portable, especially since they 
probably had lousy SSB stability or filters!

I would think the SSR-1 would have been a more competitive product
in that respect.

Well, the 2-C is fairly clean but I would like to make it complete ASAP.
I may even try homebrewing a 2-NB! <grin> 

--Andy

From boatanchors@theporch.com  Wed Feb 15 14:29:49 1995
Date: Wed, 15 Feb 1995 10:54:50 -0600
Message-Id: <Pine.3.89.9502151012.A9863-0100000@ozarks>
From: "C. Frank Gilmore" <fgilmore@ozarks.sgcl.lib.mo.us>
Subject: Re: Drake 2-C parts needed

Drake was doing a few odd things.  The SPR-4 is a good example.  It had 
some fine features but they stopped just short of making a first class 
receiver that could be used for hamming or SWL.
..
Then there was the TR-5.  They don't even like to talk about that.  Some 
one in their wisdom thought a asian import with their name on it was a 
good replacement for the TR-4CW.  Wrong!!!  Bob Henry always said that 
one piece of gear is what killed Drake's share in the ham market.  Folks 
judged the TR-7/R-7 series by all the complaints associated with the TR-5.
..
Then there was the imported RTTY system....made by the same firm that 
made my TONO 777 which is a great terminal unit, but they cut corners again.
..
Lots of companies do that and few succeed in staying in the business.  To 
Drake's credit someone had the good sense to get into sat. 
receivers/dishes at the right time.  Now with their R8 success we can 
hope for more to come.
..
73, Frank K0JPJ ex-W5PVX ...-.-




From boatanchors@theporch.com  Wed Feb 15 19:00:21 1995
Date: Wed, 15 Feb 1995 15:57:51 -0600
Message-Id: <199502152157.OAA17977@atd.atd.ucar.EDU>
From: owens@stout.atd.ucar.edu (Chip Owens)
Subject: DX-100 audio driver transformer.

Hello,

I'm posting this for a friend, AI7Z. He needs a driver
transformer for the modulator in his DX-100. If anyone
can help  him out please let me know and I'll pass the
info on.

Thanks!

Chip Owens, NW0O

From boatanchors@theporch.com  Wed Feb 15 14:27:23 1995
Date: Wed, 15 Feb 1995 11:10:28 -0600
Message-Id: <9502151707.AA03206@willow.sps.mot.com>
From: zoom@willow.sps.mot.com (Chris Terwilliger)
Subject: FS: 62A,38D,437A

For sale, offers welcome...

Hallicrafters SX-62A with R-46B speaker, works and is in good/excellent condition, no mods or holes.  No manual.  Light scratches & scuffs on top, sides, and bezel.  Speaker in like condition.  Face good, knobs and dial correct and good except for large chip in tuning knob.  Original Hallicrafters branded tubes.  Chassis is dusty, no corrosion.  $325 plus shipping.

Hallicrafters S-38D, works great, good condition, no mods or holes.  No manual.  Some scrapes & scratches on top, sides, and dial bezel.  Knobs and dial correct and good.  Original Hallicrafters branded tubes.  Chassis is dusty, no corrosion.  $40 plus shipping.

Howard 437A, fair/poor condition, no mods or holes.  No manual, but schematic is intact on bottom.  Has optional crystal filter but not S-meter.  Knobs missing.  This radio is really crusty and dirty.  For serioius restorer only.  Make offer?

Chris Terwilliger, AA7WD
zoom@willow.sps.mot.com
602-413-5362 (W)
602-820-2584 (H)

From boatanchors@theporch.com  Wed Feb 15 15:35:56 1995
Date: Wed, 15 Feb 1995 12:46:42 -0600
Message-Id: <199502151846.NAA06516@latte.eng.umd.edu>
From: Philip Gwyinne McCoy <dgnova@glue.umd.edu>
Subject: hallicrafter S-40

Subject: Hallicrafters S40 S s-meter
This is taken from Riders vol 15 page 75 which is a copy of the
hallicrafter manual
R1 resistor 20M
R2 resistor 10M variable
R3 resistor 25M
Plug: will connect to 5 pin socket of S40 pins 1 to 5
meter: 0-1 ma meter
pin1 is ground and connect to bottom of R1
top of R1 connect to bottom of R2
wiper of R2 connect to + of meter
- of meter connect to pin 4
top of R2 connect to bottom of R3
top of R3 connect to pin 2

pins 1 and 5 connect to 6 volt lamp

From boatanchors@theporch.com  Wed Feb 15 12:20:08 1995
Date: Wed, 15 Feb 1995 09:03:10 -0600
Message-Id: <9502151500.AA08154@planet8.sp.paramax.com>
From: sheldon@planet8.sp.paramax.com (Lee Sheldon)
Subject: Hallicrafters S40A Help

Hi Boatanchor friends,

A couple years ago I was given a Hallicrafters S40A.  It is the only
firebottle machine I own and it is my only SWL'ing device (I am not a
ham).  I "restored" it-a few new bottles and wafer switch cleaning is
all it needed.  To totally complete my "restoration", I need the metal
ring (only) for one of the large knobs and a black disk insert (only)
for one of the small knobs.  Also I understand that the socket on the
back of the set is for some kind of signal strength indicator.  Can
someone fill me in as to what this is?  Has anyone out there got one
they would part with?  In lieu of not finding the exact Hallicrafters
accessory, can someone tell me how I might hook up a standard meter
movement as a signal strength device?  Thanks in advance for any help
you can provide with the knobs and/or the signal strength indicator.
You may E-mail your responses directly if you wish.

LeeS//sheldon@planet8.sp.paramax.com   //On the "Mainline" of life,//
   //Unisys Corporation, St. Paul, MN //may you see "Four Aces".  //
  //any opinions expressed are my own//NPRR  oo OOOO oo~oo ooooo //

From boatanchors@theporch.com  Wed Feb 15 06:12:39 1995
Date: Wed, 15 Feb 1995 02:31:58 -0600
Message-Id: <950215082848_72227.1640_EHM34-1@CompuServe.COM>
From: David Stinson AB5S/7 <72227.1640@compuserve.com>
Subject: Making ARC-5 Connectors

Bob NA4G said:
>Do anyone by any chance have a spare transmitter rack for the
>large connector Navy version ARC-5 transmitter? For some reason,
>all the units I have seen lately were the Army racks which have the
>smaller power connector fitting. I temporarily tack solder the wires
>to the back of the unit, but I really hate to do that and would much
>rather find some sort of rack to use.

It's easy to make connectors for ARC5 transmitters, provided you 
have the male pins from an old junked-out receiver's IF can
or RF can connectors.

1.  Cover the entire transmitter power connector with waxed 
    masking tape.

2.  Carefully remove one of the male connectors from your 
    junked receiver's IF strip.  Strip the pins out of the
    connector and remove most of the mica.  You will use 
    the aluminum ring in making your connector.


3.  Poke the male pins through the masking tape into the
    power connector female pins.  DO NOT tear the masking 
    tape beyond the holes!  If you do, start over.  You 
    may want to dab a very light coating of oil across 
    the connector as a release agent, but I've never 
    had to do it and it would probably make the tape
    loose, anyhow.

4.  Center the alum-nin-num-num ring around the pins.
    Use candle wax or such to seal the outside of the ring
    to the masking tape, so that it fits flush to the tape
    and won't leak.
    Mix-up some 5-minute epoxy and pour it around the 
    pins until you fill-up the aluminum ring.  Keep
    the epoxy off the solder points.  Let it set, then
    remove the plug.  It should come out easily.

5.  Solder GOOD quality STRANDED wire to the pins.
    Solid wire will break and ruin your work.

6.  Make a masking tape cylinder around the plug.
    Fill this with 5-minute epoxy and let set.
    You now have a complete plug for your 
    beloved old BA.

I've made connectors for dozens of sets using this 
method.  I only had one get stuck and worked it loose
with a little patience.  You can make female connectors
similarly.  Hobby shops sell really tiny tubing make of
brass and alumninnumnum that makes great female pins.
Keeping them from sticking is more work, but you can 
do it with some care.  Get the brass tubing, since 
you aren't gonna solder the alum. very easily.
     73 DE AB5S/7
     Dave Stinson 
     Lost Wages, Nevada



From boatanchors@theporch.com  Wed Feb 15 07:37:01 1995
Date: Wed, 15 Feb 1995 04:47:47 -0600
Message-Id: <199502151046.EAA10636@uro.theporch.com>
From: bgraham@tecnet1.jcte.jcs.mil
Subject: need manual for Eico 222 and 235 VTVMs

I'm looking for manual/schematic for the EICO 222 and 235
VTVMs.  What I actually need is a schematic and the calibration
instructions and specifications.

TNX
Bill
N5LMX/DA1WG


From boatanchors@theporch.com  Wed Feb 15 15:58:14 1995
Date: Wed, 15 Feb 1995 12:41:18 -0600
Message-Id: <Pine.SUN.3.91.950215130048.9192D-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: PRC-6/PRC-10 WBFM

RE: Tom Bryan, tbryan@mailstorm.dot.gov
 
> Almost all of the PRC6s I've seen were already on 51.0 MHz.  This
> in the Ham band but is it legal for wideband (15KHz.) F.M.?
 
I went over the FCC regulations and the only thing I can find (not meaning
it isn't there) is 97.307(a) that says "No amateur station transmission
shall occupy more bandwidth than necessary for the information rate and
emission type being transmitted, in accordance with good amateur
practice."  WBFM being a legitimate emission for that kind of radio makes
it seem allowable.  However, somebody might want to invoke the "good
amateur practice" catch-all as a zinger and claim that it shouldn't be 
allowed.  But they do that with AM, so I don't think it would wash.

Discussion?
 
Anyway, according to the band plan:
 
50-50.1       Pacific DX window
50.12-51.48   repeater inputs
50.12-51.18   digital repeater inputs
51.62-51.98   repeater outputs
51.62-51.68   digital repeater outputs
51.7          national packet simplex
 
If these goodies are on 51.0 MHz and don't interfere with repeater inputs
or anything else that's already established, I don't see any problem.  The
interference consideration is what I see as being the most important. 
 
> I just bought a PRC-6 battery from S&G, the bad half is the high
> voltage side, it is made up of N cells.  You might be able to use
> 9V batteries in place of the N cells.  The battery comes apart
> very easily.
 
Is there room for sticking in ten 9 volt batteries in there?  Are there
any alternatives if there isn't?  The PRC-10 has a bigger battery box and
may be a better candidate than the PRC-6. 
 
>> What a great idea for Dayton!  I'll bet there will be very little
>> activity on wideband FM simplex and it would surely be an easy
>> way to pick out a Boanchorite amongst the thundering herd!
>>
> Since most of the PRC-6 and other military radios came with
> crystals for this frequency the is quite a crowd on 51.0 Mhz. (and
> every other frequency) at Dayton.
 
How would WBFM fare in that environment?  I have no experience with WBFB
except using the PRC-6's and PRC-10's in a military environment. 
 
> Has anyone bought the book called "Power Up", that explains how to
> make battery adapters for military radios?  If so is it any good?
 
I've never heard of it.  Where can it be found?
 
73,

Tony
K4KYO/Stealth Mode


From boatanchors@theporch.com  Wed Feb 15 08:25:57 1995
Date: Wed, 15 Feb 1995 05:38:42 -0600
Message-Id: <Pine.3.89.9502151252.A16455-0100000@inet.uni-c.dk>
From: MEC <danmec@inet.uni-c.dk>
Subject: R-390 I/F needed

Does anyone have an IF subassembly for R 390 surplus to requirments?

Please e-mail me with price if you can help.
tnx  73  Rag oz8ro


From boatanchors@theporch.com  Wed Feb 15 22:28:28 1995
Date: Wed, 15 Feb 1995 19:42:07 -0600
Message-Id: <199502160141.AA19305@shore.shore.net>
From: Michael Crestohl <mc@shore.net>
Subject: REPLY: Info wanted on Collins mechanical filters F455J21 and F455J60

RAG, OZ8RO <danmec@inet.uni-c.dk> inquires:

>I have located two Collins filters here but I am not sure what they are for.
>F455J60 and  F455J21.
>
>Anybody knows what equipment they are for ? What should I pay for them ?


Yes: the 455 indicates the center IF frequency of the filter - the letter
J in this case represents the case style (vertical cylindrical metal)
and the two figures refer to the bandwidth of the filter - in these
examples 6.0 Kc (AM) and 2.1 Kc (SSB).  The hard one and most in demand 
is the F455J05 which is the 500 cycle CW filter.  I have all three for my
75A4.  In addition I have both F455J40 and F455J80 filters what I bought 
for a buck (!) at Deerfield NH a few years ago. 

Filters in the 'J Can' such as you describe are found in the Collins
75A4 receiver and the 2.1 was also used in the Collins KWM-1 transciever.

What should you pay for them?  Depends on how bad you want 'em!


Hope this helps. 

73,

Michael Crestohl
KH6KD/W1
VE2XZ/W1

Nahant Massachusetts USA


From boatanchors@theporch.com  Wed Feb 15 21:53:39 1995
Date: Wed, 15 Feb 1995 18:58:32 -0600
Message-Id: <950215192653_22615408@aol.com>
From: WJoeW@aol.com
Subject: Scober organ PC boards

I have a complete set (12) of octave tone generator boards for a Scober
organ.  It is yours for $10 plus shipping.

Joe, N5ZYA
wjoew@aol.com

From boatanchors@theporch.com  Thu Feb 16 00:52:07 1995
Date: Wed, 15 Feb 1995 22:11:32 -0600
Message-Id: <9502160410.AA20638@kahuna.math.hawaii.edu>
From: jeffrey@math.hawaii.edu (Jeffrey Herman)
Subject: Re: Scober organ PC boards



WJoeW@aol.com wrote:
>
>I have a complete set (12) of octave tone generator boards for a Scober
>organ.  It is yours for $10 plus shipping.
>
>Joe, N5ZYA
>wjoew@aol.com


What bands does it cover? What's the tube compliment in the final?
Tone generator - It this for FSK? Is this a case of someone posting
something to the net prior to reading a few articles first?  ;)

Jeff

From boatanchors@theporch.com  Wed Feb 15 23:36:44 1995
Date: Wed, 15 Feb 1995 20:51:22 -0600
Message-Id: <Pine.3.89.9502152140.A26638-0100000@grog>
From: GALBRAITH CHRISTOPHER <99galbra@lab.cc.wmich.edu>
Subject: St. James Wrinkle...

Greetings gang,
I'd like to do some touch up on the front panel, and maybe a cabinet 
repaint of my one and only Art Collins special.

Does anyone know of a source for St. James Grey Wrinkle?  Alternatively, 
I was thinking of touching up with another color wrinkle and then 
painting over that with a custom matched paint with no texture.  I've 
never tried it, anyone have comments?

Also, if I go the alternative, more artisan, route...which type of 
wrinkle would match Collins' the best?  I know of the Harley-Davidson 
stuff, and the stuff from AES.

73, Chris KA8WFC


From boatanchors@theporch.com  Thu Feb 16 00:22:47 1995
Date: Wed, 15 Feb 1995 21:39:49 -0600
Message-Id: <199502160338.VAA12337@uro.theporch.com>
From: Jack Taylor <n7oo@huachuca-emh8.army.mil>
Subject: Re:  St. James Wrinkle...

Speaking from my experience with Krylon brand black wrinkle in attempting
to re-paint a BC-610 cabinet, I'd say good luck!  The problem I've found
is in developing a technique that will end up with an even coat over a
fair-sized surface with a little spray can.  After several unsuccessful
attempts with the black wrinkle, I attempted to paint the same object,
but with using flat black, and a different brand, from a spray can.  This
too, came out with an uneven finish.  From this, it was concluded there's
a REASON why auto paint shops don't use little spray cans of paint on
vehicles!  (At least not to do anything other than small touch-ups.)

At this point in my painting evolution, I acquired a compresser and a
regular spray gun.  Experimented with a quart of Wal Mart Acrylic flat
water-based paint.  A large test panel came out with a very nice even
coating.  Then, an oil-based undercoat was applied to a test panel and it
too came out well.  Our next step up in the evolutional painting chain
will be to obtain a gallon of black wrinkle and give that a try with the
spray gun.  Sources for wrinkle paint  would also be welcomed by me :-)

73 de Jack

From boatanchors@theporch.com  Wed Feb 15 15:14:27 1995
Date: Wed, 15 Feb 1995 12:01:41 -0600
Message-Id: <199502151802.KAA26791@igc3.igc.apc.org>
From: "Dick Dillman" <ddillman@igc2.igc.apc.org>
Subject: Thanks

My thanks to all the list members who were good enough to respond to 
my message regarding list etiquette on replies.  I think I've got it!

73,

Dick Dillman


